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1000 liter tank in Acid-proof 316

78 000 SEK /st exkl moms

Additional information: Confectionery industry; Accessible frame, Aisi 304 with 4 height-adjustable feet; 2
impact protection rings, Aisi 304 on the outside of the cylinder; Manhole approx. 305 x 440 mm; Slight
corrosion in the area of 1 connection (see interior photos); some residues of previous content; traces of
usage
Volumetric volume (L): 1.000 L
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Pressure in tank: ATM - atmosferic
Max. temperature (°C): 80 °C
Material wet parts: SS AISI 316 (V4A)

Model: vertical
Configuration: insulated with heat-exchanger
Heat exchanger: yes
Insulation: yes
Mobile tank: no

Total discharge: yes
Max Overpressure: 3 Bar
Max. working temperature: 80 °C
Documents included: no
Technical drawing included: no

Registration plate on the tank: yes
Flange for agitator: no
Position of manway: in the bottom
Outlet of tank: DN65 DIN 11851
Agitator: yes

Number of revolutions: 15
Power: 1,50
Internal diameter tank: 1.090 mm
Outer diameter tank: 1.200 mm
Cylinder height: 1.000 mm

Total height of tank: 1.950 mm

SKU: 410972
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Mer information

Product Description
Material: Acid-resistant 316
Model: Vertical
New / Used: Used
Operating Pressure in Tank: ATM – atmospheric
Configuration: isolert med varmeveksler
Max. Service Temperature: 80 °C
Mobile Tank: No, it is not.
Övrig information: Confectionery industry; Accessible frame, Aisi 304 with 4 height-adjustable
feet; 2 impact protection rings, Aisi 304 on the outside of the cylinder; Manhole approx. 305 x 440
mm; Slight corrosion
Agitator: Yes
Complete Drainage: Yes
Heating / Cooling: Yes
Contact Surface: SS AISI 316 (V4A)
Volume in liters: 1000

Equipment
Product Dokument finns: No
Agitator flange: No
Nameplate: Yes
Technical Drawing Available: No, it is not.

Material Overview
Material: Acid-resistant 316

Tank Dimensions
Cylinder Height: 1.000 mm
Internal diameter: 1.090 mm
Total Height: 1.950 mm
Outer diameter: 1.200 mm

https://www.processoverskott.com/material/acid-resistant-316/
https://www.processoverskott.com/modell/vertical/
https://www.processoverskott.com/nytillverkad-begagnad/used/
https://www.processoverskott.com/arbetstryck-i-tank/atm-atmospheric/
https://www.processoverskott.com/konfiguration/isolert-med-varmeveksler/
https://www.processoverskott.com/max_arbetstemperatur/80-c/
https://www.processoverskott.com/mobil_tank/no-it-is-not/
https://www.processoverskott.com/ovrig_info/confectionery-industry-accessible-frame-aisi-304-with-4-height-adjustable-feet-2-impact-protection-rings-aisi-304-on-the-outside-of-the-cylinder-manhole-approx-305-x-440-mm-slight-corrosion/
https://www.processoverskott.com/ovrig_info/confectionery-industry-accessible-frame-aisi-304-with-4-height-adjustable-feet-2-impact-protection-rings-aisi-304-on-the-outside-of-the-cylinder-manhole-approx-305-x-440-mm-slight-corrosion/
https://www.processoverskott.com/ovrig_info/confectionery-industry-accessible-frame-aisi-304-with-4-height-adjustable-feet-2-impact-protection-rings-aisi-304-on-the-outside-of-the-cylinder-manhole-approx-305-x-440-mm-slight-corrosion/
https://www.processoverskott.com/agitator/yes/
https://www.processoverskott.com/total_urtappning/yes/
https://www.processoverskott.com/uppvarmning_kylning/yes/
https://www.processoverskott.com/vat_yta/ss-aisi-316-v4a/
https://www.processoverskott.com/volym-i-liter/1000/
https://www.processoverskott.com/dokument-finns/no/
https://www.processoverskott.com/flans-for-omrorare/no/
https://www.processoverskott.com/markskylt/yes/
https://www.processoverskott.com/tekniskt_ritning_finns/no-it-is-not/
https://www.processoverskott.com/material/acid-resistant-316/
https://www.processoverskott.com/cylinderhojd/1-000-mm/
https://www.processoverskott.com/invandig_diameter/1-090-mm/
https://www.processoverskott.com/total_hojd/1-950-mm/
https://www.processoverskott.com/outer_diameter/1-200-mm/
mailto:info@processoverskott.se
https://www.processoverskott.se/om-oss/kopvillkor/


PROCESSÖVERSKOTT AB

Rodervägen 57
891 78 Bonässund
info@processoverskott.se 

Läs våra köpvillkor

Stirrer
Power (kW): 1,50
Speed (RPM): 15

Mer
Isolated: Yes

https://www.processoverskott.com/kraft_kw/150/
https://www.processoverskott.com/varvtal/15/
https://www.processoverskott.com/isolering/yes/
mailto:info@processoverskott.se
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