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96 000 SEK /st exkl moms

Additional information: Wine storage; 1 manhole approx. 320 x 420 mm in the cylinder; lower bottom with
slope to the outlet with cup (a corresponding foundation would have to be built on site for installation); total
height as per drawing; upper bottom and top cylinder segment made of 1.4571 (stainless steel 316); vessels
were professionally cleaned and overhauled by the manufacturer in 2024; brand-new residual drain valves,

sampling valves and manhole seals were installed.

Volumetric volume (L): 16.500 L

Pressure in tank: ATM - atmosferic

Material wet parts: SS AISI 304 (V2A)

Model: vertical

Configuration: single-skin
Heat exchanger: no
Insulation: no

Mobile tank: no

Total discharge: yes

Documents included: no
Technical drawing included: no
Registration plate on the tank: no
Flange for agitator: no

Position of manway: cylinder

Outlet of tank: 100

Top: 3 mm

Cylinder: 2,50 mm

Bottom: 3,50 mm

Internal diameter tank: 2.610 mm

Cylinder height: 2.970 mm
Total height of tank: 3.650 mm

SKU: 440324
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Mer information

Product Description

Material: Stainless steel 304

Model: Vertical

New / Used: Used

Operating Pressure in Tank: ATM - atmospheric
Configuration: single-skin

Mobile Tank: No, it is not.

Ovrig information: Wine storage; 1 manhole approx. 320 x 420 mm in the cylinder; total height
according to drawing; lower bottom with slope to the outlet with cup (for installation, an

appropriate foundation would
Additional Information2:
Agitator: No

Complete Drainage: Yes

Heating / Cooling: No

Contact Surface: SS AISI 304 (V2A)
Volume in liters: 16500

Equipment

Product Dokument finns: No, it is not.
Agitator flange: No

Nameplate: No, it is not.

Technical Drawing Available: No, it is not.

Material Overview
Material: Stainless steel 304
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Tank Dimensions

Cylinder Height: 2,970 mm
Internal diameter: 2.610 mm
Total Height: 3.650 mm

Tjocklek pa tank

Bottom: 3,50 mm
Cylinder: 2,50 mm
Top: 3mm

Mer
Isolated: No
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