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2400 liter tank in Acid-proof 316

128 000 SEK /st exkl moms

Additional information: Aluminum chlorides; some residues of previous content
Volumetric volume (L): 2.400 L
Pressure in tank: pressure and vacuum
Max. pressure (Bar): 3,50 Bar
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Min. pressure (Bar): 0,20 Bar

Max. temperature (°C): 55 °C
Material wet parts: SS AISI 316 (V4A)
Model: vertical
Configuration: single-skin
Heat exchanger: no

Insulation: no
Mobile tank: no
Total discharge: yes
Documents included: no
Technical drawing included: no

Registration plate on the tank: yes
Flange for agitator: no
Position of manway: headside
Outlet of tank: 50
Agitator: yes

Number of revolutions: 950
Power: 5,50
Top: 5 mm
Cylinder: 4 mm
Bottom: 4 mm

Outer diameter tank: 1.200 mm
Cylinder height: 1.750 mm
Total height of tank: 3.350 mm

SKU: 426176
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Mer information

Product Description
Material: Acid-resistant 316
Model: Vertical
New / Used: Used
Operating Pressure in Tank: pressure and vacuum
Configuration: single-skin
Max. Service Temperature: 55 °C
Mobile Tank: No, it is not.
Övrig information: Aluminum chlorides; some residues of previous content; we can't give any
guarantees about the agitator
Agitator: Yes
Overpressure: 3,50 bar
Complete Drainage: Yes
Vacuum Pressure: 0,20 bar
Pressure Vessel: Yes
Heating / Cooling: No
Contact Surface: SS AISI 316 (V4A)
Volume in liters: 2400

Equipment
Product Dokument finns: No, it is not.
Agitator flange: No
Nameplate: Yes
Technical Drawing Available: No, it is not.

Material Overview
Material: Acid-resistant 316

Tank Dimensions
Cylinder Height: 1.750 mm
Total Height: 3.350 mm
Outer diameter: 1.200 mm

https://www.processoverskott.com/material/acid-resistant-316/
https://www.processoverskott.com/modell/vertical/
https://www.processoverskott.com/nytillverkad-begagnad/used/
https://www.processoverskott.com/arbetstryck-i-tank/pressure-and-vacuum/
https://www.processoverskott.com/konfiguration/single-skin/
https://www.processoverskott.com/max_arbetstemperatur/55-c/
https://www.processoverskott.com/mobil_tank/no-it-is-not/
https://www.processoverskott.com/ovrig_info/aluminum-chlorides-some-residues-of-previous-content-we-cant-give-any-guarantees-about-the-agitator/
https://www.processoverskott.com/ovrig_info/aluminum-chlorides-some-residues-of-previous-content-we-cant-give-any-guarantees-about-the-agitator/
https://www.processoverskott.com/agitator/yes/
https://www.processoverskott.com/overtryck/350-bar/
https://www.processoverskott.com/total_urtappning/yes/
https://www.processoverskott.com/undertryck/020-bar/
https://www.processoverskott.com/trycktank/yes/
https://www.processoverskott.com/uppvarmning_kylning/no/
https://www.processoverskott.com/vat_yta/ss-aisi-316-v4a/
https://www.processoverskott.com/volym-i-liter/2400/
https://www.processoverskott.com/dokument-finns/no-it-is-not/
https://www.processoverskott.com/flans-for-omrorare/no/
https://www.processoverskott.com/markskylt/yes/
https://www.processoverskott.com/tekniskt_ritning_finns/no-it-is-not/
https://www.processoverskott.com/material/acid-resistant-316/
https://www.processoverskott.com/cylinderhojd/1-750-mm/
https://www.processoverskott.com/total_hojd/3-350-mm/
https://www.processoverskott.com/outer_diameter/1-200-mm/
mailto:info@processoverskott.se
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Stirrer
Power (kW): 5,50
Speed (RPM): 950

Tjocklek på tank
Bottom: 4 mm
Cylinder: 4 mm
Top: 5 mm

Mer
Isolated: No

https://www.processoverskott.com/kraft_kw/550/
https://www.processoverskott.com/varvtal/950/
https://www.processoverskott.com/botten/4-mm/
https://www.processoverskott.com/cylinder/4-mm/
https://www.processoverskott.com/topp/5-mm/
https://www.processoverskott.com/isolering/no/
mailto:info@processoverskott.se
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